FVO-5-1294> 4/U-bUU U85~ e ((2L=5Y) 12859y 4.0 (102) 59 (1499) ?9 (1499)

HVS-3-15935 1.00-1.50 (25-38) 150 (38) 5027y 59 (1499) 59 (499 T
HVS-3-2591E U 085-115 (22-29) W @29 40002 67702y . 710803
HVS-3-2592F 350-750 110-1.50 (28-32) 140 (36) 5.0 (25) 67 (1702) 71 (1803)

1. Select the appropriate catalog number. Selections are based on the typical dimensions of 100%-insulated cables (manufactured
in accordance with the data contained in AEIC 1-1968 and commonly used connectors). Nominal insulation thickness (100%): 15 kV: 165
mils., 25 kV: 255 mils.

2. For cables manufactured to other specifications, confirm selection with cable and connector dimensions.

3. Kits do not contain connectors; order oil block (sweated or compression) connectors separately.

4. Standard package: One 3/C kit/box.

5. Related test reports:

HVS-3-1590/2590: EDR-5143

HVS-3-1590S: EDR-5250

HVS-3-2590E: EDR-5223
6. HVS-3-1590S “Shorty” splice kit does not allow cross phasing.
Cable paper cutters are available EXRM-1004.
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